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FOR THE COMPLETE 
PONDMAX RANGE

GO TO 
PONDMAX.COM.AU

T H I S  H O S E  I S  I D E A L  FO R  WAT E R 
S U P P LY  FO R  A L L  P O N D S  A N D 
WAT E R  FE AT U R E S ,  WI T H  I T ’ S  H E AV Y 
D U T Y  S P I R A L  R E I N FO R C E M E N T 
A N D  U V  P R OT E C T I O N .
• High Flexibility
• Low Corrugation
• Smooth Inside to maximise flow 

& minimise friction loss
• UV Stabilised
• Temperature Range -10°C to 60°C

* Working & Bursting Pressure Valid at 20°C 
** Length Tolerance +/-5%=
*** Inner Diameter Tolerance +/-2%

RIBBED POND HOSE  /  30M ROLL

SOLID BLACK SOFT 
PVC INNER LAYER

SOLID BLACK SOFT 
PVC OUTER WALL

ELIPITICAL RIGID 
WHITE PVC SPIRAL

CODE INCH MM GR/M BAR MBAR MM

10PR012 1/2 13 125 9 700 54

10PR013 3/4 19 200 8 700 85

10PR014 1 25 235 7 700 113

10PR015 1 1/4 32 340 6 700 144

10PR016 1 1/2 40 460 5.5 700 180

10PR017 2 50 800 5 700 225


